
213

Environmental Protection Agency § 74.60

§ 74.48 Transfer of allowances from the
replacement of thermal energy—
process sources. [Reserved]

§ 74.49 Calculation for deducting al-
lowances.

(a) Allowance deduction formula. The
following formula shall be used to de-
termine the total number of allowances
to be deducted for the calendar year
from the allowances held in an opt-in
source’s compliance subaccount as of
the allowance transfer deadline appli-
cable to that year:

Total allowances deducted = Tons
emitted + Allowances deducted for
reduced utilization where:

(1)(i) Except as provided in paragraph
(a)(1)(ii) of this section, ‘‘Tons emit-
ted’’ shall be the total tons of sulfur di-
oxide emitted by the opt-in source dur-
ing the calendar year, as reported in
accordance with subpart F of this part
for combustion sources or subpart G of
this part for process sources.

(ii) If the effective date of the opt-in
source’s permit took effect on a date
other than January 1, ‘‘Tons emitted’’
for the first calendar year shall be the
total tons of sulfur dioxide emitted by
the opt-in source during the calendar
quarters for which the opt-in source’s
opt-in permit is effective, as reported
in accordance with subpart F of this
part for combustion sources or subpart
G of this part for process sources.

(2) ‘‘Allowances deducted for reduced
utilization’’ shall be the total number
of allowances deducted for reduced uti-
lization as calculated in accordance
with § 74.44 for combustion sources or
§ 74.45 for process sources.

§ 74.50 Deducting opt-in source allow-
ances from ATS accounts.

(a) Deduction of allowances. The Ad-
ministrator may deduct any allow-
ances that were allocated to an opt-in
source under § 74.40 by removing, from
any Allowance Tracking System ac-
counts in which they are held, the al-
lowances in an amount specified in
paragraph (d) of this section, under the
following circumstances:

(1) When the opt-in source has perma-
nently shut down; or

(2) When the opt-in source has been
reconstructed; or

(3) When the opt-in source becomes
an affected unit under § 72.6 of this
chapter; or

(4) When the opt-in source fails to
renew its opt-in permit.

(b) Method of deduction. The Adminis-
trator will deduct allowances begin-
ning with those allowances with the
latest recorded date of transfer out of
the opt-in source’s unit account.

(c) Notification of deduction. When al-
lowances are deducted, the Adminis-
trator will send a written notification
to the authorized account representa-
tive of each Allowance Tracking Sys-
tem account from which allowances
were deducted. The notification will
state:

(1) The serial numbers of all allow-
ances deducted from the account,

(2) The reason for deducting the al-
lowances, and

(3) The date of deduction of the al-
lowances.

(d) Amount of deduction. The Adminis-
trator may deduct allowances in ac-
cordance with paragraph (a) of this sec-
tion in an amount required to offset
any excess emissions in accordance
with part 77 of this chapter and when
an opt-in source does not hold allow-
ances equal in number to and with the
same or earlier compliance use date for
the calendar years specified under
§ 74.46(b)(1) (i) through (iv) in an
amount required to be deducted under
§ 74.46(b)(1) (i) through (iv).

Subpart F—Monitoring Emissions:
Combustion Sources

§ 74.60 Monitoring requirements.
(a) Monitoring requirements for combus-

tion sources. The owner or operator of
each combustion source shall meet all
of the requirements specified in part 75
of this chapter for the owners and oper-
ators of an affected unit to install, cer-
tify, operate, and maintain a continu-
ous emission monitoring system, an ex-
cepted monitoring system, or an ap-
proved alternative monitoring system
in accordance with part 75 of this chap-
ter.

(b) Monitoring requirements for opt-in
sources. The owner or operator of each
opt-in source shall install, certify, op-
erate, and maintain a continuous emis-
sion monitoring system, an excepted
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monitoring system, an approved alter-
native monitoring system in accord-
ance with part 75 of this chapter.

§ 74.61 Monitoring plan.

(a) Monitoring plan. The designated
representative of a combustion source
shall meet all of the requirements
specified under part 75 of this chapter
for a designated representative of an
affected unit to submit to the Adminis-
trator a monitoring plan that includes
the information required in a monitor-
ing plan under § 75.53 of this chapter.
This monitoring plan shall be submit-
ted as part of the combustion source’s
opt-in permit application under § 74.14
of this part.

(b) [Reserved]

Subpart G—Monitoring Emissions:
Process Sources [Reserved]

PART 75—CONTINUOUS EMISSION
MONITORING

Subpart A—General

Sec.
75.1 Purpose and scope.
75.2 Applicability.
75.3 General Acid Rain Program provisions.
75.4 Compliance dates.
75.5 Prohibitions.
75.6 Incorporation by reference.
75.7 EPA Study.
75.8 Relative accuracy and availability

analysis.

Subpart B—Monitoring Provisions

75.10 General operating requirements.
75.11 Specific provisions for monitoring SO2

emissions (SO2 and flow monitors).
75.12 Specific provisions for monitoring NOx

emissions (NOx and diluent gas mon-
itors).

75.13 Specific provisions for monitoring CO2

emissions.
75.14 Specific provisions for monitoring

opacity.
75.15 Specific provisions for monitoring SO2

emissions removal by qualifying Phase I
technology.

75.16 Special provisions for monitoring
emissions from common by-pass, and
multiple stacks for SO2 emissions and
heat input determinations.

75.17 Specific provisions for monitoring
emissions from common, by-pass, and
multiple stacks for NOx emission rate.

75.18 Specific provisions for monitoring
emissions from common and by-pass
stacks for opacity.

Subpart C—Operation and Maintenance
Requirements

75.20 Certification and recertification pro-
cedures.

75.21 Quality assurance and quality control
requirements.

75.22 Reference test methods.
75.23 Alternatives to standards incorporated

by reference.
75.24 Out-of-control periods.

Subpart D—Missing Data Substitution
Procedures

75.30 General provisions.
75.31 Initial missing data procedures.
75.32 Determination of monitor data avail-

ability for standard missing data proce-
dures.

75.33 Standard missing data procedures.
75.34 Units with add-on emission controls.
75.35 Missing data procedures for CO2 data.
75.36 Missing data procedures for heat

input.

Subpart E—Alternative Monitoring Systems

75.40 General demonstration requirements.
75.41 Precision criteria.
75.42 Reliability criteria.
75.43 Accessibility criteria.
75.44 Timeliness criteria.
75.45 Daily quality assurance criteria.
75.46 Missing data substitution criteria.
75.47 Criteria for a class of affected units.
75.48 Petition for an alternative monitoring

system.

Subpart F—Recordkeeping Requirements

75.50 General recordkeeping provisions.
75.51 General recordkeeping provisions for

specific situations.
75.52 Certification, quality assurance and

quality control record provisions.
75.53 Monitoring plan.
75.54 General recordkeeping provisions.
75.55 General recordkeeping provisions for

specific situations.
75.56 Certification, quality assurance and

quality control record provisions.

Subpart G—Reporting Requirements

75.60 General provisions.
75.61 Notifications.
75.62 Monitoring plan.
75.63 Initial certification or recertification

application.
75.64 Quarterly reports.
75.65 Opacity reports.
75.66 Petitions to the Administrator.
75.67 Retired units petitions.
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APPENDIX A TO PART 75—SPECIFICATIONS AND
TEST PROCEDURES

APPENDIX B TO PART 75—QUALITY ASSURANCE
AND QUALITY CONTROL PROCEDURES

APPENDIX C TO PART 75—MISSING DATA ESTI-
MATION PROCEDURES

APPENDIX D TO PART 75—OPTIONAL SO2 EMIS-
SIONS DATA PROTOCOL FOR GAS-FIRED AND
OIL-FIRED UNITS

APPENDIX E TO PART 75—OPTIONAL NOx EMIS-
SIONS ESTIMATION PROTOCOL FOR GAS-
FIRED PEAKING UNITS AND OIL-FIRED
PEAKING UNITS

APPENDIX F TO PART 75—CONVERSION PROCE-
DURES

APPENDIX G TO PART 75—DETERMINATION OF
CO2 EMISSIONS

APPENDIX H TO PART 75—REVISED
TRACEABILITY PROTOCOL NO. 1

APPENDIX I TO PART 75—OPTIONAL F—FACTOR/
FUEL FLOW METHOD [RESERVED]

APPENDIX J TO PART 75—COMPLIANCE DATES
FOR REVISED RECORDKEEPING REQUIRE-
MENTS AND MISSING DATA PROCEDURES

AUTHORITY: 42 U.S.C. 7601 and 7651k.

SOURCE: 58 FR 3701, Jan. 11, 1993, unless
otherwise noted.

Subpart A—General
§ 75.1 Purpose and scope.

(a) Purpose. The purpose of this part
is to establish requirements for the
monitoring, recordkeeping, and report-
ing of sulfur dioxide, nitrogen oxides,
and carbon dioxide emissions, volu-
metric flow, and opacity data from af-
fected units under the Acid Rain Pro-
gram pursuant to sections 412 and 821
of the Clean Air Act, 42 U.S.C. 7401–
7671q as amended by Public Law 101–549
(November 15, 1990) (the Act).

(b) Scope. (1) The regulations estab-
lished under this part include general
requirements for the installation, cer-
tification, operation, and maintenance
of continuous emission or opacity mon-
itoring systems and specific require-
ments for the monitoring of SO2 emis-
sions, volumetric flow, NOx emissions,
opacity, CO2 emissions and SO2 emis-
sions removal by qualifying Phase I
technologies. Specifications for the in-
stallation and performance of continu-
ous emission monitoring systems, cer-
tification tests and procedures, and
quality assurance tests and procedures
are included in appendices A and B to
this part. Criteria for alternative mon-
itoring systems and provisions to ac-
count for missing data from certified

continuous emission monitoring sys-
tems or approved alternative monitor-
ing systems are also included in the
regulation.

(2) Statistical estimation procedures
for missing data are included in appen-
dix C to this part. Optional protocols
for estimating SO2 mass emissions
from gas-fired or oil-fired units and
NOx emissions from gas-fired peaking
or oil-fired peaking units are included
in appendices D and E, respectively, to
this part. Requirements for recording
and recordkeeping of monitoring data
and for quarterly electronic reporting
also are specified. Procedures for con-
version of monitoring data into units
of the standard are included in appen-
dix F to this part. Procedures for the
monitoring and calculation of CO2

emissions are included in appendix G of
this part.

[58 FR 3701, Jan. 11, 1993; 58 FR 34126, June 23,
1993; 58 FR 40747, July 30, 1993]

§ 75.2 Applicability.
(a) Except as provided in paragraph

(b) of this section, the provisions of
this part apply to each affected unit
subject to Acid Rain emission limita-
tions or reduction requirements for SO2

or NOx.
(b) The provisions of this part do not

apply to:
(1) A new unit for which a written ex-

emption has been issued under § 72.7 of
this chapter (any new unit that serves
one or more generators with total
nameplate capacity of 25 MWe or less
and burns only fuels with a sulfur con-
tent of 0.05 percent or less by weight
may apply to the Administrator for an
exemption); or

(2) Any unit not subject to the re-
quirements of the Acid Rain Program
due to operation of any paragraph of
§ 72.6(b) of this chapter; or

(3) An affected unit for which a writ-
ten exemption has been issued under
§ 72.8 of this chapter and an exception
granted under § 75.67 of this part.

[58 FR 3701, Jan. 11, 1993, as amended at 58
FR 15716, Mar. 23, 1993; 60 FR 26516, May 17,
1995]

§ 75.3 General Acid Rain Program pro-
visions.

The provisions of part 72, including
the following, shall apply to this part:
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(a) § 72.2 (Definitions);
(b) § 72.3 (Measurements, Abbrevia-

tions, and Acronyms);
(c) § 72.4 (Federal Authority);
(d) § 72.5 (State Authority);
(e) § 72.6 (Applicability);
(f) § 72.7 (New Unit Exemption);
(g) § 72.8 (Retired Units Exemption);
(h) § 72.9 (Standard Requirements);
(i) § 72.10 (Availability of Informa-

tion); and
(j) § 72.11 (Computation of Time).

In addition, the procedures for appeals
of decisions of the Administrator under
this part are contained in part 78 of
this chapter.

§ 75.4 Compliance dates.

(a) The provisions of this part apply
to each existing Phase I and Phase II
unit on February 10, 1993. For substi-
tution or compensating units that are
so designated under the acid rain per-
mit which governs the unit and con-
tains the approved substitution or re-
duced utilization plan, pursuant to
§ 72.41 or § 72.43 of this chapter, the pro-
visions of this part become applicable
upon the issuance date of the acid rain
permit. For combustion sources seek-
ing to enter the Opt-in Program in ac-
cordance with part 74 of this chapter,
the provisions of this part become ap-
plicable upon the submission of an opt-
in permit application in accordance
with § 74.14 of this chapter. In accord-
ance with § 75.20, the owner or operator
of each existing affected unit shall en-
sure that all monitoring systems re-
quired by this part for monitoring SO2,
NOΧ, CO2, opacity, and volumetric flow
are installed and all certification tests
are completed not later than the fol-
lowing dates (except as provided in
paragraphs (d) through (h) of this sec-
tion):

(1) For a unit listed in Table 1 of
§ 73.10(a) of this chapter, November 15,
1993.

(2) For a substitution or a com-
pensating unit that is designated under
an approved substitution plan or re-
duced utilization plan pursuant to
§ 72.41 or § 72.43 of this chapter, or for a
unit that is designated an early elec-
tion unit under an approved NOΧ com-
pliance plan pursuant to part 76 of this
chapter, that is not conditionally ap-

proved and that is effective for 1995,
the earlier of the following dates:

(i) January 1, 1995; or
(ii) 90 days after the issuance date of

the Acid Rain permit (or date of ap-
proval of permit revision) that governs
the unit and contains the approved
substitution plan, reduced utilization
plan, or NOΧ compliance plan.

(3) For either a Phase II unit, other
than a gas-fired unit or an oil-fired
unit, or a substitution or compensating
unit that is not a substitution or com-
pensating unit under paragraph (a)(2)
of this section: January 1, 1995.

(4) For a gas-fired Phase II unit or an
oil-fired Phase II unit, January 1, 1995,
except that installation and certifi-
cation tests for continuous emission
monitoring systems for NOΧ and CO2 or
excepted monitoring systems for NOΧ
under appendix E or CO2 estimation
under appendix G of this part shall be
completed as follows:

(i) For an oil-fired Phase II unit or a
gas-fired Phase II unit located in an
ozone nonattainment area or the ozone
transport region, not later than July 1,
1995; or

(ii) For an oil-fired Phase II unit or a
gas-fired Phase II unit not located in
an ozone nonattainment area or the
ozone transport region, not later than
January 1, 1996.

(5) For combustion sources seeking
to enter the Opt-in Program in accord-
ance with part 74 of this chapter, the
expiration date of a combustion
source’s opt-in permit under § 74.14(e) of
this chapter.

(b) In accordance with § 75.20, the
owner or operator of each new affected
unit shall ensure that all monitoring
systems required under this part for
monitoring of SO2, NOΧ, CO2, opacity,
and volumetric flow are installed and
all certification tests are completed on
or before the later of the following
dates:

(1) January 1, 1995, except that for a
gas-fired unit or oil-fired unit located
in an ozone nonattainment area or the
ozone transport region, the date for in-
stallation and completion of all certifi-
cation tests for NOΧ and CO2 monitor-
ing systems shall be July 1, 1995 and for
a gas-fired unit or an oil-fired unit not
located in an ozone nonattainment
area or the ozone transport region, the
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date for installation and completion of
all certification tests for NOΧ and CO2

monitoring systems shall be January 1,
1996; or

(2) Not later than 90 days after the
date the unit commences commercial
operation, notice of which date shall be
provided under subpart G of this part.

(c) In accordance with § 75.20, the
owner or operator of any unit affected
under any paragraph of § 72.6(a)(3) (ii)
through (vii) of this chapter shall en-
sure that all monitoring systems re-
quired under this part for monitoring
of SO2, NOΧ, CO2, opacity, and volu-
metric flow are installed and all cer-
tification tests are completed on or be-
fore the later of the following dates:

(1) January 1, 1995, except that for a
gas-fired unit or oil-fired unit located
in an ozone nonattainment area or the
ozone transport region, the date for in-
stallation and completion of all certifi-
cation tests for NOΧ and CO2 monitor-
ing systems shall be July 1, 1995 and for
a gas-fired unit or an oil-fired unit not
located in an ozone nonattainment
area or the ozone transport region, the
date for installation and completion of
all certification tests for NOΧ and CO2

monitoring systems shall be January 1,
1996; or

(2) Not later than 90 days after the
date the unit becomes subject to the
requirements of the Acid Rain Pro-
gram, notice of which date shall be pro-
vided under subpart G of this part.

(d) In accordance with § 75.20, the
owner or operator of an existing unit
that is shutdown and is not yet operat-
ing by the applicable dates listed in
paragraph (a) of this section, shall en-
sure that all monitoring systems re-
quired under this part for monitoring
of SO2, NOΧ, CO2, opacity, and volu-
metric flow are installed and all cer-
tification tests are completed not later
than the earlier of 45 unit operating
days or 180 calendar days after the date
that the unit recommences commercial
operation of the affected unit, notice of
which date shall be provided under sub-
part G of this part. The owner or opera-
tor shall determine and report SO2 con-
centration, NOΧ emission rate, CO2

concentration, and flow data for all
unit operating hours after the applica-
ble compliance date in paragraph (a) of
this section until all required certifi-

cation tests are successfully completed
using either:

(1) The maximum potential con-
centration of SO2, the maximum poten-
tial NOΧ emission rate, the maximum
potential flow rate, as defined in sec-
tion 2.1 of appendix A of this part, or
the maximum CO2 concentration used
to determine the maximum potential
concentration of SO2 in section 2.1.1.1
of appendix A of this part; or

(2) Reference methods under § 75.22(b);
or

(3) Another procedure approved by
the Administrator pursuant to a peti-
tion under § 75.66.

(e) In accordance with § 75.20, if the
owner or operator of an existing unit
completes construction of a new stack,
flue, or flue gas desulfurization system
after the applicable deadline in para-
graph (a) of this section, then the
owner or operator shall ensure that all
monitoring systems required under
this part for monitoring SO2, NOΧ, CO2,
opacity, and volumetric flow are in-
stalled on the new stack or duct and all
certification tests are completed not
later than 90 calendar days after the
date that emissions first exit to the at-
mosphere through the new stack, flue,
or flue gas desulfurization system, no-
tice of which date shall be provided
under subpart G of this part. Until
emissions first pass through the new
stack, flue or flue gas desulfurization
system, the unit is subject to the ap-
propriate deadline in paragraph (a) of
this section. The owner or operator
shall determine and report SO2 con-
centration, NOΧ emission rate, CO2

concentration, and flow data for all
unit operating hours after emissions
first pass through the new stack, flue,
or flue gas desulfurization system until
all required certification tests are suc-
cessfully completed using either:

(1) The appropriate value for substi-
tution of missing data upon recertifi-
cation pursuant to § 75.20(b)(3); or

(2) Reference methods under § 75.22(b)
of this part; or

(3) Another procedure approved by
the Administrator pursuant to a peti-
tion under § 75.66.

(f) In accordance with § 75.20, the
owner or operator of a gas-fired or oil-
fired peaking unit, if planning to use
appendix E of this part, shall ensure
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